Tote Mixer 300

The variable speed tote mixer from Colorbiotics® has been reengineered to maximize effi-
ciency and enhance color quality. This unique two blade system is a new and innovative way to
make the most out of your colorant investment. Tote clean out will now be much easier thanks
to a variety of new and innovative features on the new TM 300 model.
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NEW FEATURES...

Colorbiotics ®new tote mixing system has been reengi-
neered to maximize color and efficiency while decreasing clean
out time. The improved 3hp variable speed mixer allows you to
adjust blade height for mixing 275 OR 330 gallon totes. Carbon,
solid steel blades easily retract when inserting or removing the
mixer from a tote.

Each Colorbiotics ®TM 300 tote mixer comes with a garden
hose attachment and adjustable clean in place spray nozzles.
These nozzles will greatly decrease clean out time while creating
a more efficient and money saving process.
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Performance Specifications

Tote Mixer TM 300 T™M 200 T™ 100 Hydraulic
Speed Variable Fixed Fixed Variable
Electricity 480 VAC 480 VAC 230 VAQ@single Hydraulic
Horsepower 3 hp 2 hp 2 hp FC51 Flow Controller
Blades (1) 11" & (1) 17" | (1) 11" & (1) 15" (1) 15" (1) 11" & (1) 15"
Spray Nozzles (1) Straight & (1) 45 None None None
Max. Output Speed 265 RPM 262 RPM 262 RPM 400 RPM
Amps 4.9 amps 3.5 amps 8 amps None
Available Retro-Fit Kits
( Kits to change out units in the field )

Colorbiotics® research has shown that increasing the blade length will have a profound
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not have the capabilities necessary to turn the new dual impeller shafts.
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